






� Outstretches Rubber � Incredible Elastic Strength
� Impervious To Chemicals & Sun (UV)

The Power Band  tie down strap, made of HYPER-FLEX ™ material, is designed to
be elastic enough to stretch easily to holding points. Each size Power Band was 
engineered for its own requirements. This means, a shorter band requires a thinner
section of material.  

We initially tested the Power Band with standard steel “S” hooks.  The steel “S”
hooks straightened out before the Power Band broke. Special holding fixtures had
to be made to test for the actual breaking point. Our 24 inch Power Band actually
stretched to 10 feet, seven inches before breaking. The 31 inch band stretches to 
13 feet! These are not practical usage numbers, but it does show the incredible 
elastic strength of our material. We also decided to use a full 3/16 inch diameter
stainless steel for our “S” hooks, which added strength and to help resist corrosion.
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Available in: Black- G, Red- r, Blue- b  
Example: for a red 12” Power Band- Order #90.9012R

pOWer bAnd siZes

12 inch  No. 90.9012   24 inch  No. 90.9024
18 inch  No. 90.9018 31 inch  No. 90.9031

Formula 5 Prelube
To be used on polyurethane components that experience rotational
 movement. Formula 5 Prelube is a versatile, waterproof, non-melting grease.
It forms a tough, durable, chem i cal resistant film of lubricant, even under
severe shock loads. A small amount is required to properly lubricate and help
prevent corrosion!

8 oz. Tub- No. 9.11104,  1/2 oz. Squirt Tubes (quan. 3)- No. 9.11110, 

1/2 oz. Squirt Tubes (quan. 100)- No. 9.11111

Example: A measures .620” 
B measures 1.400”  

Use Part # 90.13101R or G.

seals tight at 
tapered shaft

sharp edge helps
seal-in lubricant

lip seals on O.d.
of tie rod end body

barrel shaped for
a better fit

inside radius of boot
works with rod
socket as a wiper

extra sealing lip

Packaged 2 per peg board card for 
resale and 12 and 50 per box for installers.

        2 pack                12 box                 50 box

      9.13101             9.13107              9.13113
      9.13103             9.13109              9.13115
      9.13105             9.13111              9.13117
      9.13119             9.13121              9.13123

                            Minimum O.d. dimension                               round         

DIMENSION  A DI MEN SION  b         part no.           

31/64” or .472” or 12mm     1 13/64” or 1.200” or 30.5mm 9.13103           
19/32” or .590” or 15mm        1 3/8” or 1.375” or 35mm     9.13101           
9/16” or .562” or 14mm       1 7/16” or 1.437” or 36.5mm   9.13105           

21/32” or .650” or 16.6mm     1 5/8” or 1.625” or 41.3mm   9.13119           
  1 3/16” or 1.187” or 30mm     1 7/8” or 1.875” or 47mm     90.13127           

for Applications not listed elsewhere in This catalog, use chart below.

� Superior Sealing & Protection
� Saves Costly Tie Rod Ends
� Superior Material That Will  

Not Deteriorate � Lasts Longer
� Easy To Install 

At last!  It is now possible to replace a dust boot
without having to buy a new tie rod! HYPER-FLEX ™

polyurethane boots resist damage from: rocks, sand,
water, under vehicle oils, road contaminants, salt and
ozone better than rubber ones. 

Each boot features an important 5 point sealing
action that prevents loss of lubricants and helps 
prevent contamination–the major cause of rod wear.    

Available in red or black; 
after part number add- G for black, r for red.

HOW TO MEASURE
1) The rod end must measure at least the minimum dimensions shown

below, or larger. Approximates will do because of the elasticity of the
product. The boot will seal better when it stretches over a larger
dimension tie rod.

2) In some cases you need to insert a thin, not sharp, object under the
lip of the boot to pull over area “B” of the tie rod end.

3) Remember–choose the part number (PN#) that has the dimensions
closest to the vehicle’s, yet it must measure larger than the
 minimums in the diagram below.

9.11110 squirt Tubes

9.11104 Tub
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At the end of the part numbers- add G fOr blAck or r fOr red.   
for the latest product listings, see www.enerGysuspensiOnxd.com, “On-line catalog.”
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Dust Boots for Tie Rod Ends

Power Band

Lubricating Grease



Note: Original metal
parts must be reused.

Filler Caps/Plugs of Superior Material 
� Prevents Dangerous And Costly Spills
� Out Lasts Rubber By A Wide Margin
� More Compatible With Today’s Fuels

These polyurethane filler cap plugs are the answer to the problem of the old style
rubber failing after time. Rubber is not completely compatible with today’s vehicle
fuels and oils but HYPER-FLEX ™ polyurethane is! It will not swell and deteriorate
like the original rubber caps you may now be using. Prevent costly spills and
leaks by using a superior plug material. Available in red or black.

1” 90.9041
1 1/4” 90.9042
1 3/8” 90.9043

(O.D.) Part No.
Several size are available to fit most applications. 

Replacement Universal Bump Stops
� Prevent Damaging Component Contact � All  Feature A Specially Designed Interlock
� Out Lasts Rubber By A Wide Margin
Our X-treme-duty HYPER-FLEX ™ polyurethane bump stops and cushions are the latest in preventive engineering. These
universal designs can be used on any application where solid contact can occur. Prevents damage and/or suspension
fatigue. Two and four bolt bump stops are commonly used on most sanitation trucks.

Where applicable, aircraft grade nylon locking nuts are used. All metal components are zinc plated to prevent 
corrosion over long periods of time. Available in red or black.

1 1/2” 90.9044
1 3/4” 90.9045
1 7/8” 90.9046

(O.D.) Part No.

Part No. Width  3 3/4”
90.6017 Length  5”
One per Height  2 1/4”
package.

bump pads (dock bumper)

Part No. O.D.  2 3/4”
90.6002 I.D.  5/16”
One per Height  3/4”
package.

lift Gate bump pads (universal applications)

fluid plug fluid plug

After part number- 
add R for red, 
or G for black.

9.9118  Low profile rectangular
bump stop.  
7/8” tall x 17/8” long x 13/8” wide.  
2 per set.

9.9103  Smaller general pur-
pose bullet shaped bump stop,
fits many control arms.  19/16”
tall, 11/2” dia.  2 per set.

9.9101  All purpose bump
stop for control arms, traction
bars & leaf springs.  Designed to
be easily trimmed for custom fit.
21/8” tall, 2” dia.  2 per set.

9.9102  Low profile button
head bump stop for limited sus-
pension height applications. 
11/16” tall, 2” dia.  2 per set.

90.6003  51/2” Long
13/8” Tall. Accepts 3/8” bolts.

90.6008  3” Tall
5” Long. 5” Wide. 31/2” Bolt ctr. 
Sanitation 2 Bolt.

90.6006  3” Tall. 6” Long.
41/2” Wide. 41/2 x 3” Bolt ctr.
Sanitation 4 Bolt.

90.6008  Sanitation 2 Bolt.
3” x 5” x 5”
31/2” Bolt ctr.

9.9117  Flat head bump
stop. 1” tall, 215/16” dia.  
2 per set.
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*One per package, all others—two per package. After part number— add G fOr blAck or r fOr red.  
for the latest product listings, see www.enerGysuspensiOnxd.com, “On-line catalog.”
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Bump Stops/Cushions (Universal Applications)

Lift Ramp/Platform Bump Pads (Universal Applications)

Engine Filler Caps (Universal Applications)



The Amazing
Easy-Gliding Wheel System

Hyper-glideTM creeper WHeels

      9.9169                    2” 4             

      9.9170                    2” 6

      9.9171                 2.375” 4

      9.9172                 2.375” 6

Add r For Red or G For Black Wheels

                                        no. Of
    

part no.
            

Wheel size
Wheels in set

Catalog for Autos and Light Trucks
Energy Suspension’s performance approach, for enthusiast driving.
HYPER-FLEX ™ performance product features and benefits are
explained in detail. This 75 page full color catalog contains hundreds for
part number listings for both domestic and import cars, light and medium
pickup trucks, jeeps and sport utility vehicles. Lists the latest applications
for modifying hundreds of types of vehicles as well as listings for 
universal application products. No. 17001.12

Banner
Display it by itself or build a display of products
around it.  The 36”W x 12”H vinyl banner with its
brilliant colors literally screams for your store 
customer.  Let them know you’re the source for    

Energy Suspension products.   
No. 9.20122

Precision 
ABEC high quality

bearings.

Special durometer
polyurethane glides
over rough surfaces. 

Made of superior formulation HYPER-FLEX ™ polyurethane and uses high
precision bearings. Experience little or no rolling resistance! The unique
polyurethane material and design allows smooth, unimpeded rolling for
indoor/outdoor ease of movement–over cracks, washers, misc. debris, etc.

For:Automotive-Type Creepers, Shop Stools, Sit-Down
Creeper Seats, Shop Test Equipment & More!
• Fits Most Standard Caster Assemblies. 
• Available in red or black with Cool Side Graphics.
• Rides on precision ABEC high quality bearings. 
• Installs in a few minutes with two 5/32” 

hex wrenches (not included). 
• All hardware is included; must reuse casters

Use them for: automotive type
mechanic creepers, stools, test   

equipment, parts stands, carts, and 
many other devices that use a rolling  

caster assembly. 
(Note- Must reuse existing casters. 
Recommended maximum weight 
per wheel is 125 lbs.)Amazingly glides

over rough 
surfaces & debris.  
Silent running.
Absorbs vibration.
Unaffected by oils
& chemicals.

Check out 
www.creeperwheels.com for 

even more information!

Baseball Cap
100% organic cotton with

Energy Suspension logo embroidered
in red and white stitch. Medium-low
profile crown. All black Flex-fit tm
style hat one-size fits all. 
#9.12143
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At the end of the part numbers- add G fOr blAck or r fOr red.   
for the latest product listings, see www.enerGysuspensiOnxd.com, “On-line catalog.”
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Creeper Wheels

Accessories & Promotional Products

Performance Catalog
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